§1918.102

(c) Used eye protection shall be
cleaned and disinfected before issuance
to another employee.

§1918.102 Respiratory protection.
(See §1918.1(b)(8)).
[65 FR 40946, June 30, 2000]

§1918.103 Head protection.

(a) The employer shall ensure that
each affected employee wears a protec-
tive helmet when working in areas
where there is a potential for injury to
the head from falling objects.

(b) Such equipment shall comply
with American National Standards In-
stitute, ANSI Z-89.1-1986, ‘‘Personnel
Protection-Protective Headwear for In-
dustrial Workers-Requirements.”

(c) Previously worn protective hats
shall be cleaned and disinfected before
issuance by the employer to another
employee.

§1918.104 Foot protection.

(a) The employer shall ensure that
each affected employee wears protec-
tive footwear when working in areas
where there is a danger of foot injuries
due to falling or rolling objects or ob-
jects piercing the sole.

(b) Such equipment shall comply
with American National Standards In-
stitute, ANSI Z—41-1991, ““American Na-
tional Standard for Personal Protec-
tion-Protective Footwear.”

§1918.105 Other protective measures.

(a) Protective clothing. (1) The em-
ployer shall provide and shall require
the wearing of special protective cloth-
ing for each employee engaged in work
where protective clothing is necessary.

(2) When necessary, protective cloth-
ing shall be cleaned and disinfected be-
fore reissuance.

(b) Personal flotation devices (PFDs).
(1) The employer shall provide and
shall require the wearing of PFDs for
each employee engaged in work in
which the employee might fall into the
water.

(2) PFDs (life preservers, life jackets,
or work vests) worn by each affected
employee must be United States Coast
Guard (USCG) approved pursuant to 46
CFR part 160 (Type I, II, III, or V PFD)

29 CFR Ch. XVII (7-1-06 Edition)

and marked for use as a work vest, for
commercial use, or for use on vessels.

(3) Personal flotation devices shall be
maintained in safe condition and shall
be considered unserviceable when dam-
aged in a manner that affects buoyancy
or fastening capability.

[62 FR 40202, July 25, 1997, as amended at 65
FR 40946, June 30, 2000]

APPENDIX I TO PART 1918—CARGO GEAR
REGISTER AND CERTIFICATES (INON-
MANDATORY)

NOTE: This appendix is non-mandatory and
provides guidance to part 1918 to assist em-
ployers and employees in complying with the
requirements of this standard, as well as to
provide other helpful information. Nothing
in this appendix adds or detracts from any of
the requirements of this standard. The lan-
guage in this appendix is taken directly from
the recommended ILO document.

Form No. 1

IDENTITY OF NATIONAL AUTHORITY OR COM-
PETENT ORGANIZATION REGISTER OF SHIPS’
LIFTING APPLIANCES AND CARGO HANDLING
GEAR

Name of Ship

Official Number

Call Sign

Port of Registry

Name of Owner

Register Number

Date of Issue

Issued by

Signature and Stamp

NoOTE: This register is the standard inter-
national form as recommended by the Inter-
national Labour Office in accordance with
the ILO Convention No. 152.

GENERAL

The tests, examinations and inspections
indicated in this register are based on the re-
quirements of ILO Convention 152 and Rec-
ommendation 160. They are intended to en-
sure that ships having lifting appliances are
initially certified by a competent person,
and to establish periodically that they con-
tinue to be in safe working order to the sat-
isfaction of a competent person acceptable
to a competent authority. A Register of lift-
ing appliances and items of loose gear shall
be kept in a form prescribed by the com-
petent authority, account being taken of
this model recommended by the Inter-
national Labour Office. This Register and re-
lated certificates shall be kept available to
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